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Antx System : adexICI-HC

Horizontal expansion joint

ADEX FINISH COAT

APPROVED MECHANICAL
FASTENERS

ANCHORED "ULTRA"
REINFORCING MESH COVERED
WITH THE NIVELEX BASE COAT

TYPE IV EXTRUDED
POLYSTYRENE INSULATION

J

' 9mm (3/4")
MINIMUM

SEALED WITH PEEL ¢ STICK
WATERPROOF MEMBRANE

APPROVED SEALANT WITH
CLOSED CELL BACKER ROD

HYDROFLEX WRB (Weather
Resistant Barrier) MEMBRANE

"ULTRA" REINFORCING MESH COVERED
WITH THE NIVELEX BASE COAT

OPTIONAL TRIM-TAB FASTENER

ADEX ADHESIVE

This document contains the applicable recommendations for the installation of the adexICI-HC system. They are provided solely for indicative purposes and are subject to
changes without notice. Adex Systems Inc. reserves the right to make any eventual changes in keeping with technological advances. The professional (specialised designer,
architect, engineer or any other professional) that decides to use this information, in any way, assumes full responsibility, whether direct or indirect, of the outcomes of this
usage. Adex Systems Inc. will not assume or incur any responsibility that could have led to damages, defects, faultiness, deficiencies, prejudices, losses or decrease of profit,
that they be direct or indirect, resulting from the Professional's use of the product. The use of this product by an unqualified person is strongly advised against.

24/08/2007 adexIcI-HC.DWG



